Part number: HYD Ro M A H YDR OMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABJINYECKUE CUCTEMbI

SV10-33 SOLENOID VALVE SPOOL, 3 PORT

Overview

Description

A solenoid operated, 3 port, direct acting, spool type, screw-in hydraulic cartridge valve.

Operation
When de-energized, the SV10-33 allows flow from port 3 to port 1, while blocking flow at
port 2. When energized, the cartridges spool shifts from port 1 to port 2, while blocking at
port 3. Except under low flow conditions, inlet flow source at port 1 is not recommended.
Features
o Continuous-duty rated coil.
o Hardened precision spool and cage for long life.
o Optional coil voltages and terminations.
o Efficient wet-armature construction.
o Cartridges are voltage interchangeable.
@ o All ports may be fully pressurized.
o Unitized, molded coil design.
o Manual override option.
Symbol o Optional waterproof E-Coils rated up to IP69K.
o Industry common cavity.
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Ratings

Pressure Ratings
Pressure rating 207 bar (3000 psi)
Proof pressure 350 bar (5075 psi)

Flow Ratings
Flow rating 18.9 Ipm (5 gpm) - Note: Maximum, see chart
Maximum internal leakage 5 in®/min - Note: Max at 207 bar (3000 psi)

Temperature Ratings

Operating fluid temperature -40 to 120 °C (-40 to 250 °F) - Note: With buna N seals
-30 to 205 °C (-20 to 400 °F) - Note: With fluorocarbon seals
Properties
Materials steel with hardened work surfaces zinc-plated exposed
Performance
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SV10-33 SOLENOID VALVE SPOOL, 3 PORT

Dimensions
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Installation Specifications

Cavity VC08-2
Cartridge installation torque 32.5 to 35.3 N-m (24 to 26 ft-b)
Coil nut torque 6.8 to 9.5 N-m (5 to 7 ft-Ib)
Accessories
Seal kit SK10-3X-MM
Order Code
SV10-33__ - __ - - _
CT 'I__-I' T—TT
Option
None  (Blank) Voitage
Manual Override M H im' COIAI”
Manual Override ¥ i Cf”l
. 10 10 Vdc
Manual Override J 12 12vd
For Manual Override 4 Coil Termination E-Coil D-Coil
options see page 1.001.1 24 24Vde Deutsch DT04-2P ER (IP69K) DR (IP6S)
36 36 Vdc Metri-Pack® 150  EY (Peek) DY (IP65)
Porting 48 48 \Vdc Dual Lead Wires  EL (IP69K) DL (IP65)
Cariridge Only 0 24 24 Vac Amp Jr. Timer EJ (P67) —
SAE8 8T 115 115 Vac DIN 43650 EG (P65) DG (IP6S)
3/8in.BSP* 3B 230 230 Vac Dual Spades . DS (IP&s)
B : - " For Coils with Zener Diode, add */Z” to opfion
B Body; LI M. Only Includes Std. Coil Nut code. For example: “ER/Z". Not available on all
' DS, DW or DL models. See coil option info. on pages 3.200.1
terminations only. & 34001
E-Coil
10 10 Vdc

12 12V
Seals '— 2; zgvgz
BunaN(Std) N 24 24 Vvdc
Fluorocarbon  V

Model Options
SV10-33E-H-J-L

E Manual Override

CODE DESCRIPTION

BLANK NONE
J Momentary Pull Override, #10-32 threads
M Two Position Override, Red Knurled Knob

Momentary Pull Override, Red Knurled

L Knob

H Line Body
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SV10-33 SOLENOID VALVE SPOOL, 3 PORT

CODE DESCRIPTION

0 No Body

6T Aluminum SAE 6

8T Aluminum SAE 8

6TD  Ductile Iron SAE 6

8TD  Ductile Iron SAE 8

3B Aluminum BSPP 3/8" (3)

Ductile Iron BSPP 3/8"
(3)

J Seal
CODE DESCRIPTION

3BD

N Buna-N
Y Fluorocarbon
P Polyurethane

PPDI
Urethane

L Coil

CODE DESCRIPTION

0 No Coil

u

10DG 10 VDC, D-Coil, DIN 43650
10DL 10 VDC, D-Coil, Dual Lead Wires
10DR/D 10 VDC, D-Coil, Deutsch with Diode

10DS 10 VDC, D-Coil, Dual Spade
10EL 10 VDC, E-Coil, Dual Lead Wires
10ER 10 VDC, E-Coil, Deutsch

10ER/Z 10 VDC, E-Coil, Deutsch with Zener Diode

12DG 12 VDC, D-Coil, DIN 43650

12DL 12 VDC, D-Coil, Dual Lead Wires, 18 inches long

12DL/36 12 VDC, D-Coil, Dual Lead Wires, 36 inches long

12DL/W 12 VDC, D-Coil, Dual Lead Wires with Weatherpak

12DL/W/D 12 VDC, D-Coil, Dual Lead Wires with Weatherpak with Diode
12DR 12 VDC, D-Coil, Deutsch

12DR/D 12 VDC, D-Coil, Deutsch with Diode

12DR/Z 12 VDC, D-Coil, Deutsch with Zener Diode

12DS 12 VDC, D-Coil, Dual Spade

12EG 12 VDC, E-Coil, DIN 43650

12EJ 12 VDC, E-Coil, AMP Jr.

12EL 12 VDC, E-Coil, Dual Lead Wires, 18 inches long

12EL/36 12 VDC, E-Coil, Dual Lead Wires, 36 inches long

12 VDC, E-Coil, Dual Lead Wires with WeatherPak and Zener
Diode

12EL/W/Z
12EL/Z 12 VDC, E-Coil, Dual Lead Wires with Zener Diode
12ER 12 VDC, E-Coil, Deutsch

12ER/Z 12 VDC, E-Coil, Deutsch with Zener Diode

12EY 12 VDC, E-Coil, Metri-Pack 150

12EY/Z 12 VDC, E-Coil, Metri-Pack 150 with Zener Diode
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SV10-33 SOLENOID VALVE SPOOL, 3 PORT

CODE DESCRIPTION

20DR/D 20 VDC, D-Coil, Deutsch with Diode

20DS 20 VDC, D-Coil, Dual Spade

20ER 20 VDC, E-Coil, Deutsch

24AG 24 \VDC, D-Coil, DIN 43650

24AP 24 VVDC, D-Coil, 1/2" Conduit and Dual Lead Wires
24DG 24 \VDC, D-Coil, DIN 43650

24DL 24 VDC, D-Coil, Dual Lead Wires

24DL/W 24 VDC, D-Coil, Dual Lead Wires with Weatherpak

24DL/W/D 24 VDC, D-Coil, Dual Lead Wires with Weatherpak with Diode
24DP 24 VDC, D-Coil, 1/2" Conduit and Dual Lead Wires

24DR 24 VVDC, D-Coil, Deutsch

24DR/D 24 \VDC, D-Coil, Deutsch with Diode

24DS 24 VVDC, D-Coil, Dual Spade

24EG 24 VVDC, E-Coil, DIN 43650

24EJ 24 VVDC, E-Coil, AMP Jr.

24EL 24 VDC, E-Coil, Dual Lead Wires, 18 inches long

24EL/36 24 VDC, E-Coil, Dual Lead Wires, 36 inches long

24 VDC, E-Coil, Dual Lead Wires with WeatherPak and Zener
Diode

24EL/W/Z
24ER 24 VDC, E-Coil, Deutsch

24ER/Z 24 VDC, E-Coil, Deutsch with Zener Diode

24EY 24 VDC, E-Coil, Metri-Pack 150

24EYIZ 24 VDC, E-Coil, Metri-Pack 150 with Zener Diode
36DS 36 VDC, D-Coil, Dual Spade

115AG 115 VAC, D-Coil, DIN 43650

115AP 115 VAC, D-Coil, 1/2" Conduit and Dual Lead Wires
230AG 230 VAC, D-Coil, DIN 43650

230AP 230 VAC, D-Coil, 1/2" Conduit and Dual Lead Wires
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