Part number: HYD Ro M A H YDR OMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABAVUYECKWUE CUCTEMbI

DIRECTIONAL CONTROL VALVES
PNEUMATIC OPERATED POPPET 2-WAY DOUBLE LOCK
NORMALLY OPEN SPECIAL CAVITY

VPI-8A-2T-09-NA-S 017-E 0D.65.32.17.14.00

dia. 1.34
(#34)

Hex. 1.26 / 39.8-48.7 ft-Ib
Hex. (32) / (54-66) Nm
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]M / 4 Madenum Qaeratifig 5000 psi (350 bar)

Pressure

Rated Flow 19 gpm (70 l/min)

Cawity - Tooling (017-E) page CT.S.006.U

dia. .93
($23.5)

Line bodies page MN2.S...

Weight 0.750 Ibs (0.340 kg)

Fluids - Temperatures page 7.01.040

Testing Conditions - Seals page 7.01.040

Internal Leakage page 7.01.040

Filtration : 25 pm nominal or

better page 7.01.050

Mounting Position unrestricted
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PILOT PRESSURE

psi
MIN. (bar) MAX.

218 (15)

www.hydroma.cz www.hydroma.eu www.hidromasistems.pl




