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HOW TO ORDER THE COMPLETE FILTER
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DC = 2504 DC DC DC DC DC DC DC DC DC

X = Not available X X X X X X X X ‘ X ‘
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A = With 30 kPa (0,3 bar) A A A A A A A A A
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DIMENSIONAL LAYOUT
(mm)
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MSZ 101... 46 1/2" 105,5 14 30 0,12 155
MSZ 201... 64 3/4” 109,5 14 36 0,22 335
MSZ 202... 64 17 139,5 15 46 0,27 450
MSZ 301... 86 171/2 140 18 60 0,45 610
MSZ 302... 86 171/2 200 18 60 0,53 920
MSZ 303... 86 2’ 260 18 70 0,56 1190
MSZ 401... 150 27 150 18 70 1,20 2030
MSZ 402... 150 27112 212 20 920 1,40 2900
MSZ 408... 150 3 272 20 100 1,60 3900

FLOW RATES

(I/min)

Ap = 2 kPa (0,02 bar)

MN p 90 15 25 50 95 130 180 225 350 500

DC p 250 20 32 63 115 142 190 248 372 550

The reference fluid has a kinematic viscosity of 30 ¢St and a density of 0,86 Kg/dm?.
For different oil viscosity please contact our Sales Department for further information.
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